Astro ATS-9600
Tabber/Labeler

® Cost-effective Off-line system affixes
tabs/wafer-seals/labels

Fast. Up to 25,000 per hour
Works with Tabs or Labels

Versatile. Accepts roll or fan-folded

stock

Solid Steel Construction

Can be interfaced with Astro

Conveyor

SPECIFICATIONS

DIMENSIONS
SPEED (VARIABLE)

MEDIA SIZE

MEDIA THICKNESS
TAB SIZE

WAFER SEAL SIZE

LABEL SIZE

TAB REEL CAPACITY

LABEL SENSITIVITY CONTROL
MEDIA OUT INDICATOR

ZIP CODE SORT

HOPPER

COUNTER

POWER

SHIPPING WEIGHT

16-1/2 W x 19"H x 18" L

Tab/Wafer Seal — Tri-folds up to 20,000/hour
Address Labels - #10 Envelopes up to 19,000/hour
Length — 3" to 18”

Width — 6” to 15”

1147

Length — 3/4” to 1-1/4”

Width — 1/2" to 2”

3/4” to 1-1/4” diameter

Accepts most standard size pressure sensitive labels
Up to 10,000 tab roll (10” diameter)

Adjusts for density in tab/wafer seal or label stock
Light flashes and media stops feeding

Switch selectable electronic sensor (applicable to labeler only)
250 #10 Envelopes (top loading)

Resettable 5-digit LCD

110V/60Hz (2 AMP) (220V/50Hz available)

85 Ibs.

Our policy of product improvement may result in minor specification changes without notice.
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